The Workabout Charging Station and Workabout Charger offer a convenient way to power the Workabout, and – with the addition of a rechargeable pack – charge Workabout batteries. Physically identical to the Workabout Docking Station, the Charging Station allows desktop mounting of your Workabout while it is charging and powering. The Workabout Charger can be connected directly to the Workabout, allowing it to be used as a stand-alone unit for charging and powering. Intelligent battery management features include fast charge combined with trickle charge to ensure batteries remain fully charged and hand helds remain ready to perform.
Specifications

POWER MANAGEMENT
- Workabout: 10V ± 10%; 0.5 Amp Regulated
- Battery Charging Time: Approximately 60 minutes fast charge (1.0 Ah fully discharged pack)
- Compatibility: The Workabout Charging Station and Workabout Charger will only charge Psion rechargeable battery packs (NiCd or NiMH)

SIZE AND WEIGHT
- Charging Station: Size: 134 x 190 x 106mm/5.3 x 7.5 x 4.2” Weight: 560g/1.23lb
- Charger: Size: 90 x 45 x 30mm/3.5 x 1.8 x 1.2” Weight: 232g/.51lb

ENVIRONMENTAL
- Temperature Range – Operation: Batteries Charging Range: 0 to 40°C/32 to 104°F
  Workabout mx Power: -20 to 60°C/-4 to 140°F
- Temperature Range – Storage: -25 to 80°C/-13 to 176°F
- Emissions
  Europe: EN55022 Class B
  USA: FCC Part 15 Class B
- Static: Complies to IEC801-2 (8KV)
- RF immunity: Complies to IEC801-3
- EFT immunity: Complies to IEC801-4

A WORD ABOUT PSION TEKLOGIX
Psion Teklogix provides mobile computing solutions for the enterprise. The company’s systems, installed in more than 10,000 sites worldwide, provide mobile workers with anytime, anywhere access to enterprise IT systems. The largest operating division of Psion PLC, Psion Teklogix plays a key role in its parent company’s vision to create new ways to access mobile data and the mobile internet. Psion Teklogix has 43 sales and support offices and 95 independent distributors throughout the world.