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Setting up Opera

Note: All occurrences of Revo in this document also refer to Revo Plus unless otherwise specified.
This document details the steps necessary to set up Opera on your Psion Series 5, 5Smx, 7 or Revo. In
particular, this document covers setting up your modem, entering your Internet Service Provider (ISP)
settings and setting up user options within Opera. If you are using a Series 5, it is assumed that you
have Message Suite 1.52 installed. See the section Using older versions of Message Suite later in
this document for more information.
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To view the Control Panel, go to
the System screen and tap the
Control panel button on the
toolbar, or press Ctrl + S.

The icons relevant to this
document are Dialling, Modems
and Internet.

i g

Printer Switch onloff E}{tas bar

a.o

Dialling information

Double-tap the Dialling icon in
the Control panel. You will need
to select your current Location.
Typically, there will be three
locations to choose from, though
you may create more. Each
location specifies the way a phone
number should be dialled.

Settings for dialling phone numbers
Location | Tone dialling| Country new | B

Current location i Jelyils-} - -

Set the location that the machine is dialling from m
+44 171 1234567 cHrE

Enter a sample number as you would normally type it
9,1234567

From the current location, the machine would dial the sample number like this

The Office location, for example, assumes there will be a dial-out code of 9. Make sure you have
selected the appropriate location and click the OK button.
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Modem information

Before you connect for the first time, you will need to enter some information about your modem. To
enter this information, you must open the Control panel and double-tap the Modems icon.

1. In the first instance, you will
be asked to select the current
modem. If you have a modem
which is already on the list,
simply select it and tap the
OK button.

2. If you have a modem that is
not already listed, tap on the
New button to enter your

System
%i \?9\ % EEM Ggg [[EjO wc""""'
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Generic modem settings ck e
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modem’s settings. You should be able to obtain all the information you need to set up your

modem from its user manual.
3. On the Modem page, tap the
Name line, and type in a
name for the modem. Set the
Speed line to the
recommended speed (baud
rate) for your modem and set
the Connect via line to Serial
or Infrared as appropriate.
The Fax class line should
normally be set to Auto.

” 1 <
Settings for new modem

Options| Initialisation | Advanced

New modem

57600 |baud

Serial

Fax class Auto@ 10 2 200

Mote: See your modem manual for details of appropriate settings for your modem.
If vou have problems connecting, vou may need to reduce the speed far
communication between your machine and this maodem

Name
Speed

Connect via ChrieH

Cancel

4. You can change settings on the Options page to control the modem’s loudspeaker. It is safe to

keep the default values.

5. On the Initialisation page,
tap the Init. (reset) string
line and enter the
initialisation string for your
modem recommended in your
modem’s documentation. The
default ATZ should work
with most modems. Do the
same for the Data init. string

” 1 <
il Settings for new modem
T g Advanced

Init. (reset) string ATZ
Data init. string

Fax init. string

Mote: See your modem manual's "AT commands" for details of appropriate
settings for your modem.

Cirl+H

Cancel

and Fax init. string lines if required. Again, the default, blank, settings should work with most

modems.

6. On the Advanced page, you
should use the settings
recommended by your
modem’s documentation. Tap
the Flow control line and use
<« or P to select the type of
flow control. Tick or untick
the Terminal detect
(DSR/DTR) and Carrier

ol r B~

Settings for new modem

[Modem| Options] Initialisation | [Nl

Flow control Hardware (RTS/CTS)
Terminal detect (DSR/DTR) v
Carrier detect (DCD) v

Mote: Eee yvour modem manual for details of appropriate settings for wvour modem

Modem type Fixed Line

Cirl+H

Cancel

detect (DCD), and set the Modem type line to Fixed line or Mobile as appropriate Note that you
will not have this last option on the Series 5. Again, the default settings on this page have been

chosen to work with most modems.

7. Once you have finished entering the settings, tap the OK button to return to the Modem settings
dialog and tap the OK button again to select the new modem.
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Setting up to connect to the Internet

Required information

Before you can use Opera, there are several pieces of information that you will need to obtain from
your ISP. The examples in this table show details for Freeserve. Your details will be different.

Information required

Example

Your account

Account username

chris@psicomp.freeserve

.co.uk

Account password

skskeoskoskoskoskoskook

IP Address, if you have been given a static IP
address for your account.

111.222.33.44

Primary DNS Server address (if needed)

123.255.78.90

Secondary DNS Server address (if needed)

123.255.78.92

It is possible to install various ISP templates from the PsiWin CD ROM. If settings exist for your ISP
it is best to use these as a starting point, since much of the information will be entered for you.

Entering account details

1. Open the Control panel and double-tap the Internet icon.

2.

If you have installed the ISP templates for your country from the PsiWin CD ROM, tap the

Current Internet service line and press the Tab key. You should see a list of available ISP
templates. If your ISP is listed, select it, tap the Edit button and proceed to Step 3.

If you have installed the ISP templates for your country from the PsiWin CD ROM but none are
listed, tap the New button and use < or P to change the Based upon line to Settings from file.

Tap the Folder line and use @i - - - System
Create new Internet Cable&Wireless.isp
<« or P to select the ClaraNet.is (2 S
Based upon P _ paned
System\Data folder. Tap the Tl |nternet servi Demon Internet.ISP = - ORecent
N 1i d Tab t i nternet service Direct Connection.isp = S files
ame fine and press 1ab 1o : [Name| EasyNet.isp 1 New
see a list of the available ISP |2 Folder =
templates. If your ISP is Disk FreeUK.ISP Sin
. . t Global Internet.isp
listed, select it and tap the ) I-Way.isp ‘ (L1
OK button. Then tap the Edit 5 & CU*E_| IBM Network.isp v gt

button and proceed to Step 3.

If your ISP is not listed, or

you have not installed the ISP «Standard sottings ([ houia
templates for your country Tl [ | nternet service S
from the PsiWin CD ROM, Name —Now
tap the New button, ensure o Folder jaea
that the Based upon line is Disk e,
set to Standard settings and [
tap the OK button. P Tlht |25

Svystem

Create new Internet service

Note: The following steps assume that you are entering the settings from scratch. If you are using
an ISP template, most of the settings will already have been entered.
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3. On the Service page, tap the
Name line and type in a name
for your Internet service (this
can be anything you want). If
you are using a dial-up
connection, make sure you
have selected Dial-up on the
Connection type line. Ensure
that Use “smart” dialling is

New Internet service
Account| Addresses| Login| Advanced|

Name FreeServe

Connection type Dial-up@ Direct
Use "smart" dialling ri

Turn smart dialling off to dial numbers exactly as entered
Standard dial-up number |+44 845 0796699

Other dial-up humbers

Ctri+H

Ctri+2

-

= Ctri+E

ticked, then enter your ISP’s phone number on the Standard dial-up number line. Note that as
you have chosen to Use “smart” dialling you should strip the leading 0 from the area code.

4. On the Account page, remove
the tick from the box next to
Manual login. Tap the
Username line and enter your
account username, then do the
same for the Password line.
Note that these are your
account settings, not your
email settings (these may be
different).

5. On the Addresses page you
can enter your [P address and
DNS addresses if required.
To Enter your IP address,
untick the box next to Get IP
address from server then tap
the IP address line and type
in your IP address. Primary
and secondary DNS addresses

can be entered in the same way.

New Internet service

Addresses | Login] Advanced|

Manual login
Turn '"Manual login' off to send account details autamatically on connection
Username chris@psicomp.freeserve.co.uk

sk e st e

Password

sk e st e

Confirm password
Mote: Usermmame and password are case sensitive

Cirl+H

Ctri+5

Cancel

New Internet service

P ] Login| Advanced

Leave 'Get address...! lines ticked unless your service provider has told vou 1o specify
the IP and DNE addresses yourself

Get IP address from server d
IP address

Get DNS address from server rd
Primary DNS address

Secondary DNS address

Cirl+H

Ctri+5

Cancel

Ctri+D

6. On the Login page you can enter a login script for your ISP. Most ISPs do not need a login script.
If yours does, consult the Setting up for the Internet document on the PsiWin CD ROM for details
on Psion’s scripting language. Also check the Psion web site (www.psion.com) and your ISP’s

web site for a login script.

7. The Advanced page allows you to Enable PPP extensions, Allow plain text authentication and
Use call back. The first two will not normally need to be changed. If your ISP provides a call
back service, you can set the call back behaviour and call back number here.

Note: If you have more than one ISP it is possible to set up multiple Internet services. Just follow the
above procedure as many times as you need.
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Setting Opera’s preferences

Having entered all your settings, you should now be able to connect to the Internet. However, there
are many settings that can be altered within Opera to change the way in which it performs.

These settings can all be accessed from the Preferences menu. Just select the appropriate menu item.

Document window preferences

Here you can select whether to show scroll bars when a web page is larger than the Psion’s screen and
whether to show a progress bar when downloading pages.

Advanced preferences

On the General page, you can | | opers
select how you would like Opera Advanced prefei-nees

to display error messages on the Logging| Performance

Server error handling line. Tick Server error handling Show response when appropriate

Use absolute FTP paths

the Use absolute FTP paths line ) )
Identify as Mozilla 3.0

to force Opera to use the full path
to a file when using FTP. By

default, Opera will identify itself |5
as Mozilla 4.51. This can be
changed, if necessary, by ticking the Identify as Mozilla 3.0 line.

[ Name compietion...] | Cancel | | oK ]
Ciri+N

e:Hlocalhost/C /System/Apps/Opera/Home. htm

On the Logging page, you can enable cookies or referrer. Cookies are small pieces of information
stored on your computer by a web site. They can be used, for example, to keep track of your purchases
at a web store. When Enable referrer is ticked, Opera will tell the server which web page it linked
from if requested.

On the Performance page you can stop Opera from displaying a web page while parts of it are still
being loaded. To do this, tick the Synchronous DNS line. You can also set the maximum number of
connections to a server and in total.

Tap on the Name completion... button to set how Opera behaves when an incomplete web page
address is entered.

Document appearance
These two pages can be used to specify how Cascading Style Sheets (CSS) will work on the Psion.

Multimedia preferences

Here you can specify whether Opera shows images, allows scripting languages and frames, and how it
shows a frame border.

Cache preferences

These three pages are used to Cache prefererices

configure how Opera caches web r RAM-Cache| Misceuaneous\l =
pages. On the Disk cache page _ size 100 |k b

you can set the amount of disk opEra || C2Che documents I/ B
space Opera uses for persistent software || Cache images s

cacheing, what will be cached and Cache other L

whether the cache is to be Empty on exit

emptied when Opera is closed.
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On the RAM-cache page you can set the amount of memory Opera uses for non-persistent cacheing
and what will be cached.

On the Miscellaneous page you can turn on Turbo mode. In this mode documents are kept in
decoded form. This is quicker but uses more memory. You can also turn on Offline browse mode
where Opera will only try to fetch documents from the Psion, not the Internet.

Proxy server preferences

On these pages you can configure Opera to use a proxy server for HTTP, HTTPS, FTP, Gopher or
WAIS. You can specify the particular proxy server and the port used to connect.

JPEG settings

Here you can configure the way Opera decodes JPEG images. The options will vary between slow to
decode but higher quality images and fast to decode but lower quality images. Ticking the
Progressive downloads line will cause images to display gradually as they are downloaded rather
than all at once when the image is fully downloaded.

Security

Ol’l.thls pagg you can choose Security preferences . onre
which security protocols to use, : TSR <> S [XE
when to prompt for the password ) Enable SSL v3 ¥ o T
that controls access to your op| Enable TLS 1.0 v o
security certificates and whether soi{ Ask for password Every time o o
to show an alert when attempting Alert before insecure form v | [l
to submit a form to a non-secure [[Porsonal. | [Authorties.] | Cancel | [ oK ] % v
server. % [ [ ilmoramosresysemmppreroperamomesmm— iE|

Tap on the Personal or Authorities buttons to manage your personal and site security certificates.

Using older versions of Message Suite

The main difference in older versions of Message Suite is that the Internet icon in the Control panel
was called Network, and its pages have a slightly different layout. It is strongly recommended that
you upgrade to Message Suite 1.52, as this is the most recent and hence most stable and fully featured
version.

Removing the Psion Web browser

To save memory or disk space on your Psion you may wish to remove the Psion Web browser.

It is impossible to remove the Psion Web browser from the Series 7 as it is built into the ROM of the
machine.

On the Series 5Smx and Revo it is a simple matter to either refrain from installing Web at all, or to
remove it by double-tapping the Add/remove icon in the Control panel, highlighting EPOC Web
2.xx in the list and pressing Del.

Removing the Psion Web browser from the Series 5 is more complicated as it is not treated as a
separate component within Message Suite. It can be removed by deleting the \System\Apps\Browser
folder from all disks. If you cannot see the System folder, select Preferences from the Tools menu on
the System screen and on the Files page ensure that the Show ‘System’ folder line is ticked.
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